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2012+ SUBARU IMPREZA HATCH/SEDANRUAP INSTALLATION INSTRUCTIONS

PLEASREVIEWHEENSTRUCTIONS ITSENTIRETBEFORE ATTEMPTINISTALLATION
Forhigh resolutioncolor imagesof these instuctions, please visithttp://www.rallyarmor.com

To protect your Rally Armor mud figare must be taken during parking and reversiriRally Armor always recommends professional installation.
Check wheel cleances after installation, especially on vehicles outfitted with RGEM offset wkels and suspensions. Adjastcordingly
Rally Armor is not responsible for damage or loss of instatedd flaps.

Eachmud flap set contains 4 flapand mounting hardwareg(unless otherwise noted)
Recommended tools:Offset or ratcheting screwdriveshort Phillipsscrewdriver, smalg& longflat head screwdrives.

YOUR 2012+ IMPREZA MOUNTING HARDWARE CONSISTS OH

HOW TO REMOVE STOCK FASTENERS:

Quantity Hardware ltem Item ID

2 Front brackets HMF22FRBR
2 Rear Brackets HMFL4/16-RBR
2 Side Skirt FrorBpacers SSKSP

10 Round Edge Clips RoCl

6 Polygon Clips PolClI

2 Plasticinserts Ins3

14 Long Stainless Steel Screws 1.5SS

2 Short Stainless Steel Screws 1Sss

16 Washers SnmVash

2 Spacers .5SP

2 Front Screw Tip Covers Scrwevr

2 White Inserts 2015 and up Ins7

Cautionary Tip:The hardware is strong and self threading buértightening the
clips is not advised.

Installation Tip:To ease installation and avoid damage to existing OEMdtlifrsg
removal, a well lit, climate controlled installation environment is recommended.

To the installer:Please return these instructions to the customer
after installation. Always test and check wheel clearaiefore
returning vehicle.

To the customerRetain these instructions after installation. They
may be necessary for installing other optional parts or removal o
this accessory.
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